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Multione SL series: Power for tough jobs

Multifunctionality is our philosophy. 
With Multione we have become world 
leaders in the production and distribution of 
multifunctional machines that have already 
been chosen by thousands of people 
worldwide for their versatility and user-
friendliness.
The Multione range of machines is the best 
compromise between performance and  
operation economy, which stands out in the 
market for its innovation, technology and 
design.
Multione machines are a great help to all 
maintenance works, landscapers, DIY, as 
well as for small building sites.
An individual Multione machine adapts to 
various fields of application thanks to the 
possibility of quickly and easily replacing 
its many attachments and thanks to the  
different configurations that ensure 
efficiency and reduced operating costs.
Multione machines also meet the most 
high quality standards both in terms of  
emissions and safety requirements.

MINILOADER  
WITH TELESCOPIC
BOOM
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2SL835 SL840S

1400 kg

68 l/min

35 hp 
diesel

15 km/h

1400 kg

74 l/min

40 hp 
diesel

15 km/h

1400 kg

74 l/min

40 hp 
diesel

12 ÷ 25 km/h

3,1 m 3,1 m 3,1 m

SL840DTP

COMPACT SIZE
to work even in the most difficult places, 
impossible to be reached with other 
machines. 

REFINED AND ELEGANT 
DESIGN 
studied in detail in order to offer great 
comfort. 

WORK SPEED 
efficiency and convenience at the highest 
levels. 

EXTRAORDINARY  
VERSATILITY 
everything you need to meet all 
requirements, thanks to over 170  
different attachments. 

TECHNOLOGY 
assuring an easy controllable power 
thanks to user-friendly controls; quality 
technical solutions for high performance 
and maximum reliability. 

A WINNING COMBINATION
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Multione machines feature a sturdy  
articulated frame with a central joint that 
allows maximum maneuverability also 
in very narrow spaces, as well as an  
excellent stability also on very rough 
grounds or on slopes.

Built with heavy duty  bearings guarantees 
long life and reduced maintenance.

FRAME

STABILITY
4-wheel drive (4WD) assures ultimate 
grip even on difficult terrain and 
conditions while the self-locking 
differential (DBS - dynamic block 
system) is useful to operate on soft 
grounds avoiding damaging them.
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The roll bar is made of heavy duty steel to assure a 
complete protection of the operator.

Visibility is total, even at night, thanks to the work 
lights suitable to operate in conditions of poor visibility.

The driver sitting in the front and the engine positioned 
down in the rear, assure a correct distribution and 
balancing of weights to the benefit of vehicle stability. 

The load sensor acoustic warning device promptly 
warns the operator in the event that the rear wheels 
are about to lose grip from the ground and when an 
excessive front loading is detected.

The hydraulic system incorporates protection  
and safety device, to protect the operator or the 
people who are close to the machine.

USER FRIENDLY
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The driver's seat is designed to  
offer maximum comfort even for a long  
period of use, ensuring high operational 
efficiency levels.

The adjustable ergonomic seat 
with armrests offers a spacious and  
comfortable sitting for stocky operators.

FRONT DRIVING POSITION 
Driver's seat on the front frame for  
excellent visibility. The attachment used 
and the work area are always under the 
driver eyes during both maneuvering 
and use.

COMFORT



6

SL
83

5 
 S

L8
40

S 
 S

L8
40

D
TP

The control panel is located to the right of the driver's 
seat. All the instruments are intuitive and ergonomically 
arranged to be in reach of the operator.

A programmed electronic maintenance system is provided 
in order to help the operator in planning interventions.

The joystick controls the movements of the boom and  
controls the attachments in a simple and precise manner. 
The switches operate additional commands, such as 
lights, external 12V power supply, release of the differential 
(DBS), etc.

DASHBOARD AND 
JOYSTICK

11 JOYSTICK FUNCTIONS 
Multione series SL800 is equipped with 
a 11-function electronic joystick that  
allows an easy control of all machine 
hydraulic commands.
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Multione is the only machine equipped 
with a double-H telescopic boom, 
which conveys extreme resistance and 
keeps the load close to the vehicle, thus 
allowing great lifting capacity.
Multione's telescopic boom:
>  it has a significant extension in length, 

which allows to reach the farthest 
points and also not easily accessible 
areas, as well as great dumping heights 
and outreach

>  it has special anti-friction pads, which 
ensure operation, durability and lack of 
maintenance

>  it assures an excellent front visibility at 
any time, even while moving and lifting

>  thanks to the self-levelling, it is ideal for 
lifting heavy loads since it keeps the 
load leveled to the ground, preventing 
the operator from continuously  
correcting the position with the joystick.

TELESCOPIC AND 
SELF-LEVELLING BOOM
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Multione series SL800 is equipped with a  
direct injection Yanmar diesel engines 
3-cylinder liquid-cooled with a power of 
35 hp (SL835) and 40 hp (SL840S and 
SL840DTP).

The excellent balance between  
fuel economy and torque, allowed by 
direct fuel injection, grants optimal 
performance, both in terms of power and 
speed of transfer that reaches 25 km/h 
(SL840DTP).

The engine compartment and its  
components are easily accessible for 

routine maintenance so that the operator 
can quickly perform all the operations 
of both ordinary and extraordinary 
maintenance.

The engine is certified in accordance with 
the highest regulatory standards in force, 
thus assuring reduced emissions and low 
fuel consumption. It can also be equipped 
with a catalytic converter and a particulate 
filter for special applications or for use in 
places with poor ventilation.

Operation autonomy is high thanks to a 
large fuel tank.

ENGINE
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Multione is designed to transfer all the power of the engine to the attachment to ensure top-
quality professional results and efficiency.

Multione series SL800 is powered by 3 pumps with separate circuits thanks to which attachments  
receive a constant oil flow and transmission and boom controls can be operated at the same 
time, independently from the other circuits in use.

The Hi-Flow system, controlled by a button on the joystick, allows modulating the power and the 
speed on the attachment when this requires great hydraulic power.

> 4 Wheel Direct Drive agility and traction on any ground.
> 4 hydrostatic wheel motors: high-power, great control and reliability.
>  Dynamic block system (DBS): it makes the machine ideal for working on delicate ground or 

lawns that cannot be damaged.
>  Torque divider: traction is assured also on icy or muddy grounds by the breakdown of torque 

to the drive wheels.
> The 2-speed transmission (only SL840DTP):
• 1st speed from 0 to 12 km/h with a strong driving action for excavations and heavy duty work; 
• 2nd speed from 0 to 25 km/h for driving purposes and movements within the work area.

HYDRAULIC CIRCUIT AND HI-
FLOW SYSTEM

TRANSMISSION



11

SL835  SL840S  SL840DTP

Multione is equipped with quick 
multiconnector, an innovative coupling 
system for front attachments that allow 
the connection of the hydraulic lines in a 
few seconds without stress.

The system consists of two connectors 
with male-female coupling device. One 
plate is fixed on the machine and the 
other is located on the attachment.

The coupling is simple and only takes a 
few seconds. Just place the two plates 
one against the other and operate the  
attachment lock/unlock lever by hand.

What are the advantages of this device?
>  Speed and ease in connecting 

attachments.
>  Release of the pressure in automatic 

mode.
>  No risk of oil leakage in the application 

phase.
>  Connection of the hydraulic lines always 

correct and safe.
> Large flow capability.

QUICK MULTICONNECTOR 
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Multione offers different types of cabin  
according to the needs of the operator and 
to the desired comfort level, without limiting 
the visibility in the movement phase.

“SMART” CABIN
The "Smart" cabin is the most competitive 
solution for the operator who wants to have 
a machine that really improves the working 
conditions, providing protection against  
weathering that can reduce operational 
efficiency. 

CABIN INNER LINING
The inner lining in eco-leather provides the 
cabin with a further acoustic and thermal 
insulation for superior comfort.

CABIN

“TOP” CABIN
The "Top" cabin with thermal and blue tinted 
glasses is the optimal solution to protect 
the driver from cold climate conditions, with 
winds and frequent and abundant snowfalls. 
The access door is large to ease getting on 
and off the machine; while the side glass 
features a compass opening.
The air-conditioning, the  three-way heating 
system and the ergonomic heatable seat, 
which can be installed also without cabin, 
further increase the comfort.
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Multione offers countless applications for green care: just select the right attachment in the wide 
range available and the operator will work professionally and with minimal effort.
Thanks to its sophisticated transmission, low weight and tires with specific tread, Multione moves 
gently on grassland and does not ruin the work surface.
The articulated frame and the front seat offer great maneuverability and an excellent visibility around 

GREEN CARE

the machine. The powerful hydraulic power supply ensures professional performance and high 
efficiency, with reduced fuel consumption. 
FORECAST USERS
Green care, ground care, Municipalities, nurseries and contracting.
OPERATIONS
Grass mowing and trimming also with collection and bio-composting system, trimming of hedges 
and roadsides, cleaning of driveways, maintenance of plants, digging of canals, preparing of seed 
beds, and materials handling.
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Multione is of great help for interventions in agriculture. Its great lifting force allows easily carrying 
round bales and performing all cleaning and maintenance operations required when breeding  
animals. The wide range of attachments and the power of Multione make this machine versatile for 
the care and maintenance of stables, nurseries, vineyards and orchards. Its compact dimensions 
allow it to move even in the narrowest spaces that cannot be accessed with other machines.

AGRICULTURE

FORECAST USERS
Farms, stables, breeding farms and beekeepers.
OPERATIONS
Handling of agricultural materials, soil preparation, cleaning of stables, maintenance of stables, 
feeding of farm animals, agricultural and forestry work.
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With Multione and its attachments specific for maintenance every work becomes easier and faster.
The speed of movement and reduced working space required by the machine make it possible 
to operate in every situation and to handle weights in the most extreme conditions. The wide 
range of professional attachments, made with great care to assure maximum reliability, meets the 
requirements in any season. The high quality of the components used on the Multione machines 

MAINTENANCE

allows an easy maintenance and low operating costs.
FORECAST USERS
Public and private maintenance operators, municipal area maintenance companies, civil protection.
OPERATIONS
Cleaning of streets, parking lots, alleys, driveways, ditches, small areas. Removal of snow and 
other materials, maintenance of fences, installation of urban road systems. Maintenance of blocks 
of flats, industrial buildings, land.
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Thanks to Multione, handling and maintenance operations that usually require several machines 
and operators can be performed autonomously. The use of a single Multione machine allows a 
considerable saving in terms of both time and money.
Multione is the miniloader suitable for those who perform small and medium sized construction and 
renovation works.

SMALL BUSINESSES AND DIY

It is extremely maneuverable and easy to transport thanks to its low weight.
FORECAST USERS
Small businesses, artisans, and do-it-yourself, camping places, hotels and resorts, sports facilities. 
OPERATIONS
Maintenance of various kind on green areas, land, and paved areas. Removal and restoration of 
flooring, storage handling within cellars and warehouses, removal and storage of bulky materials.
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Multione is also ideal for use in the construction business. The SL800 can lift as much as 1400 kg, 
and the telescopic boom reaches a height of 3,1 m with great outreach. In this way you can load 
and unload materials from trucks and other machines without requiring any other means.

CONSTRUCTION

FORECAST USERS
Construction workers in general.
OPERATIONS
Lifting of materials, pallets. Excavations and drilling works. Maintenance of rough areas,  
loading and unloading of building materials, mixing of concrete. Small demolition operations, 
creation of openings in the walls.



22

SL
83

5 
 S

L8
40

S 
 S

L8
40

D
TP



23

SL835  SL840S  SL840DTP

SL835
Engine Yanmar 
Cylinders / power 3 cylinder 40 HP diesel
Displacement 1642 cc
R.P.M. 3210
Cooling water
Tank autonomy 25 l
Transmission 4WD Direct Drive
Max. speed 15 km/h 
Pushing force 1650 kgf
Tipping load* 1400 kg
Max. hydraulic lifting power 2100 kg
Lifting capacity 1500 kg
Hydraulic output 74 l/min
Maximum height (with extended boom) 3,1 m
Number of pumps 3 (Hi- Flow system)
Joystick 11 functions
Wheel motors Radial piston with disc brake
Weight 1460 kg
Dimensions mm (WxLxH) 1290 x 2609 x 2126 
Standard tires 26x12.00-12 (320x60-12)
* with counterweight

Engine Yanmar 
Cylinders / power 3 cylinder 35 HP diesel
Displacement 1331 cc
R.P.M. 3180
Cooling water
Tank autonomy 25 l
Transmission 4WD Direct Drive
Max. speed 15 km/h 
Pushing force 1300 kgf
Tipping load* 1400 kg
Max. hydraulic lifting power 2100 kg
Lifting capacity 1500 kg
Hydraulic output 68 l/min
Maximum height (with extended boom) 3,1 m
Number of pumps 3 (Hi- Flow system)
Joystick 11 functions
Wheel motors “Heavy Duty”
Weight 1430 kg
Dimensions mm (WxLxH) 1290 x 2609 x 2126 
Standard tires 26x12.00-12 (320x60-12)
* with counterweight

SL840S
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Engine Yanmar 
Cylinders / power 3 cylinder 40 HP diesel
Displacement 1642 cc
R.P.M. 3210
Cooling water
Tank autonomy 25 l
Transmission 4WD Direct Drive
Max. speed 12 ÷ 25 km/h 
Pushing force 1950 kgf
Tipping load* 1400 kg
Max. hydraulic lifting power 2100 kg
Lifting capacity 1500 kg
Hydraulic output 74 l/min
Maximum height (with extended boom) 3,1 m
Number of pumps 3 (Hi- Flow system)
Joystick 11 functions
Wheel motors Radial piston with disc brake 
Weight 1460 kg
Dimensions mm (WxLxH) 1290 x 2609 x 2126 
Standard tires 26x12.00-12 (320x60-12)
* with counterweight

Tires Width (W)
27x8.50-15 1070 mm
23x8.50-12 1080 mm
23x10.50-12 1150 mm

SL840DTP
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EQUIPMENT
AUTOMATIC LOCKING/
UNLOCKING PLATE 
On the automatic attachment 
plate the locking pins move 
hydraulically and are operated 
from cockpit.
This way the driver can stay 
on the seat when coupling and 
disconnecting non-hydraulic 
attachments.

SELF-LEVELLING
This is an ideal device for lifting 
heavy loads safely. It is installed 
on the machine boom and 
keeps the load level, without the 
need to continuously correct the 
position with the joystick.

SAFETY PROTECTION BAR
A side-protection bar that has 
been certified and awarded as 
a techincal safety innovating 
system. It is placed on the left 
side of the machine to protect 
the operator from falling out of 
the vehicle. It can be locked and 
unlocked very quickly thanks to 
a special mechanism.

BOOM FLOATING SYSTEM 
It allows the mounted 
attachments to follow the 
contours of the land perfectly. 
Ideal for applications in 
agriculture and in the care of the 
green areas.

CABIN MADE OF GLASS
This is the best insulation system 
for the driver to protect him from 
cold, wind, rain, and snow. Easy 
access thanks to the large door 
and the compass glass opening.

HEATING
Three-way heating with 
adjustable air flows and 
temperature.

“SMART” CABIN 
The most competitive solution 
for the operator who wants to 
improve working conditions 
thanks to a light cabin which 
limits the discomfort created by 
weathering.

ROAD LIGHT 
Front and rear lights, direction 
indicators, turning light, beacon, 
mirrors.

REAR COUPLING PLATE 
It is used to assemble 
attachments on the rear of the 
machine.

BACKWEIGHTS 
Backweights are used to 
increase the lifting capacity of 
the machine. The total weight of 
the pair of backweights is 60 kg  
and they are to be mounted on 
the rear of the machine.
Additional backweight weight 
184 kg.



26

SL
83

5 
 S

L8
40

S 
 S

L8
40

D
TP

EQUIPMENT

CABIN INNER LINING 
The inner lining provides the 
cabin with a further acoustic 
and thermal insulation to offer a 
better comfort for the operator.

HEATED SEAT 
Ideal for cold climates, it 
significantly increases the 
comfort of the machine.

TOW HOOK 
Rear tow hook with double 
connection: with tow ball (car 
type) or tow pin (agricultural 
type).

GARDEN OR WIDER TIRES
"Garden" tires, ideal for 
machines that operate on turfs, 
lawns, and gardens.
Wide wheels assure better 
performance in terms of traction 
and stability.

SPACER KIT 
Spacers are used to make the 
machine wider and increase its 
stability.

FOPS
This structure is tested and 
certified in accordance with ISO 
3449 and protects the operator 
against falling objects.
In some countries and for 
some works the FOPS may be 
mandatory. Please consult your 
local Multione distributor.

SNOW CHAINS 
Multione Snow chains improve 
traction on snow or ice.

ENGINE BLOCK HEATER 
It is an ideal device for cold 
temperatures. The system 
keeps the engine at an optimal 
temperature for easy starting 
with very cold climates.

TORQUE DIVIDER
It acts on all four wheels 
simultaneously to attain 
maximum performance. Traction 
even on impossible grounds with 
mud or snow.

REAR HYDRAULIC OUTLETS 
They are used to mount on the 
rear side attachments that need 
hydraulic supply. The rear outlets 
are controlled by the control 
panel.
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Multione is the only machine that has over 170 different attachments to enhance the performance 
and quality of work.

The selection of the machines is essential, but the attachment determines its use, allowing to  
customize Multione according to your needs.

PROFESSIONAL ATTACHMENTS

30 years experience 
more than 170 
top quality attachments
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  90 cm
110 cm
130 cm
150 cm    

100 l
205 l
240 l
280 l

  100 cm
130 cm
150 cm    

100 l
180 l
210 l

97,5 cm
97,5 cm

200 l
400 l

100 cm
130 cm

210 l
280 l

110 cm
130 cm
150 cm

400 l
480 l
550 l

 60 cm
90 cm

120 cm
*60 cm
*90 cm    

*120 cm

14 cm
16 cm
18 cm
12 cm
12 cm
12 cm

Dumper

Trencher

Angle Blade

Snowplough

Sand Bucket

4-in-1 Multi-Purpose Bucket

Grapple Bucket

High Tip Bucket

High Volume Bucket Winch

* for hard ground

To dig narrow 
channels for laying 
cables or pipes.

To dig, transport and 
level. 
Ideal for earth, 
compost and sand.
Available with blade 
or screwable teeth.

Combined bucket 
with hydraulic 
opening by means 
of two cylinders.
Available with blade 
or screwable teeth.

Width       100 cm
Width       130 cm

It is a combination of a 
normal bucket and a clamp.
To transport and 
load branches, wood, 
manure, hay, debris, etc.
It can also be used as a 
simple bucket with the clamp 
in the rest position.

  Width     140 cm

It is suitable to flatten, 
level and perform  
heavy earthmoving 
work.
Equipped with a 30° 
inclination possibility to 
the right and to the left.
Fully hydraulic 
operation.

Equipped with 
oscillating blade, it is 
the ideal attachment 
to remove snow 
from the streets, 
squares and private 
areas.

Useful for the collection 
of light and voluminous 
material, for transporting 
and storing goods. A 
special support makes 
the box stable until the 
machine stands still. The 
box is emptied from the 
driving seat.

It can be tilted over its 
frontal line by means of a 
hydraulic cylinder so as to 
achieve a greater height of 
the inclination.
It is an excellent 
attachment for loading 
trailers, vans etc. ...

It can be used both to 
remove the snow and 
to handle lightweight 
materials such as debris, 
manure, wood chips, etc.
Available only with the 
blade.

Steel rope
Pulling force

  30 m
1000 kg

To easily drag out poles and logs 
from inaccessible areas.

D L

  Width     140 cm
  Width  180 cm

W V W V

W V

W V

W V
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Cement Mixer

Concrete Mixing Bucket

Material Paver

Asphalt Saw

Ripper

Leveler

Grader

Mini Backhoe

Backhoe Hydraulic Hammer

Bucket suitable for mixing 
concrete and mortar. 
Front protective grate, 
removable to allow the 
inspection, cleaning 
and maintenance of 
the blades. Especially 
suited for works that 
require high production of 
concrete.

The ripper is designed 
to break the soil, 
extract the roots and 
crush compacted 
ground.

For leveling and 
flattening large sand 
or earth areas, for 
preparing the soil 
before sowing.

To lay asphalt, gravel, 
sand, proceeding in 
reverse motion.
It is ideal for re-work and 
maintenance interventions 
on roads, sidewalks, 
parking lots. 
The opening is 
hydraulically driven.
Adjustable in height from 
0 to 10 cm, with feet.

High hydraulic flow 
saw to mill asphalt and 
concrete.
Independent depth 
adjustment.
Disc and drum cutting 
version.
The drum version is ideal 
for re-paving works.

It is an ideal 
attachment when 
there is no electricity, 
to load sand/cement 
from the ground and 
lift the compound in 
places that are not 
easily accessible.
This attachment is 
hydraulically operated.

Compact backhoe, 
designed for small 
excavations.
It is a professional 
attachment suitable for 
small and medium-sized 
Multione machines.

Ideal for digging wells for 
piping. Easy to assemble, 
it is equipped with 
independent maneuvering 
position for better visibility 
and with resting feet 
to ensure the operator 
maximum stability during 
use. Standard bucket 
40 cm

A very efficient 
attachment for 
demolition works, it 
can be used in any 
position, even for 
drilling on ceilings.

It is suitable for leveling 
land, roads, squares and 
sporting facilities. It is 
equipped with a blade with 
left and right tilting, up and 
down movements are fully 
hydraulically operated. Laser 
control system with dual-
slope operation for precision 
works.

D= 15 cm

Volume
Volume

200 l
250 l

Width          50 cm

Width  150 cm

W= 100 cm V= 400 l

W= 35 cm

Volume 350 l

*W= 25 cm
*W= 40 cm
*bucket

*D= 80 cm
*D= 90 cm
*digging

Rotation 180°
D= 215 cm

Impact energy 
Impact energy 

      140 J
190 J

Blade  
Laser    

210 cm
300 m
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Cutter Crusher

Rotary Broom

Round Bale Fork

Hydraulic Clamp for Pallet Fork

Silage Fork

Trailer

Bee House Elevator with Holder

Pallet Fork

Crushing bucket

Long Teeth Manure Fork

Perfect attachment for beekeeping, but also 
useful in warehouses for handling cartons 
and various packages.

It allows demolishing concrete walls of 
variable thickness (from 50 to 30 cm) 
thanks to the jaws adjustment system. 
It has a 360 degree rotation system 
controlled from the driving position.

Available with or 
without collection 
container.
It can be equipped 
with side brush 
for cleaning 
roadsides and with 
humidification kit to 
reduce dust. Manual 
adjustment of the 
rotation.

The attachment can 
be easily mounted on 
machines equipped with 
pallet fork.
The fork is equipped 
with a powerful hydraulic 
cylinder; therefore, it can 
lift stones, branches, 
fence posts, etc...

Fork with two 
hydraulically 
operated clamps 
and interchangeable 
teeth. Ideal for 
heavy duty work in 
agriculture.

Thanks to its long and sturdy 
teeth it is ideal for penetrating 
deep into the hay and lift large 
quantities of it.

It is useful to carry vegetable 
waste, compost, manure...
Removable side edges, to easily 
transport even logs.
Equipped with wheels on a single 
axle and tow hitch of agricultural 
type.

It is ideal for lifting 
and handling different 
types of material on 
pallets.

Spoil can be turned into 
material ready for being 
used straight away on the 
site.Easy to load up, it can 
discharge the crushed 
material in the chosen 
place.Crushable waste 
material: bricks, concrete, 
glass, reinforced concrete, 
natural aggregates, tiles, 
asphalt slabs.

Ideal for transporting 
bales of hay or other 
materials with or 
without casing, lifting 
them from the ground 
to transport them on a 
trailer or to any storing 
area.

Lifting  90/160 cm
Lifting 135/240 cm

W=105cm
W=105cm

335 kN
920 kN
200 kg

Max. force on the tips
Max. cutting force
Weight

Width 100 cm
Width 120 cm
Width 150 cm

Max. diameter 90 cm

Width   80 cm
 Width   95 cm
Width 120 cm
Width 150 cm

Teeth length
Teeth length

  80 cm
110 cm

80 cm
85 cm

Max. Load
 115x150x30 cm  800 kg
*200x140x35 cm 1300 kg
*220x150x35 cm 1500 kg
*hydraulic lifting

Max. load
Max. load
Max. load
Max. load

250 kg
 1000 kg
1200 kg
2000 kg

Teeth length
Width    

W= 160 cm V= 430 l
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Suitable for the 
maintenance, it 
features a 200 bar 
pressure jet and a 200 
liter tank. The hydraulic 
flow rate is 35 liters/
minute. The hose 
length is 10 meters.

For the preparation of 
flowerbeds, sowing 
beds, etc ...
Adjustable digging 
depth; it can be 
assembled on both 
the rear and front part 
of the machine.

Ideal for flattening 
furrows, shifting 
materials, leveling 
raised areas. It allows 
separating stones from 
debris, leveling and 
breaking into bits any 
irregularities in the lawn 
to sow it again.

To brake stumps into 
small pieces and bury 
them.
Hydraulically 
operated, it is 
equipped with 
oscillating arc 
horizontal movement.

To irrigate green areas 
and small pieces of 
land, thanks to a bar 
with a very extended 
width.
The fuel tank capacity 
provides good working 
autonomy.

To handle wrapped bales 
of hay and forage, without 
damaging the packaging 
material. It is hydraulically 
driven and it is prehensile 
to also raise more than 
one bale at a time.

It is a bucket that is 
charged autonomously. It 
is equipped with hydraulic 
motor and with an auger 
inside it to distribute the 
fodder to animals. Fodder 
unloading on the right 
side.

It is the ideal machine 
for the preparation of 
the ground in areas 
such as sports fields 
or gardens, with a 
single process, to 
prepare a clean soil, 
without stones.

Bale Handler

Salt/Sand Spreader

Feed Dispenser

Stoneburier

Power Rake

Snowblower 

Spraying Bar

Hydrocleaner

Rotary Tiller Stump Grinder

It assures an efficient 
removal of both dry or 
wet snow.
Chimney can be rotated 
by 200°; rotation is 
electrically controlled.

This attachment is ideal 
for spreading salt or sand 
in areas such as car parks 
and pedestrian areas, 
where it would not be 
possible to have large 
machinery do this same 
work. The system includes 
a hydraulic rotating motor. 
The load is 500 kg and the 
working diameter is 0.8-6 
meters.

Weight
Pressure

Width 105 cm
Width 125 cm
Width 145 cm

Width
Width

 135 cm
  155 cm

Capacity
Width

100 l
450 cm

Weight 
Min. diam.
Max. diam.

130 kg
97 cm

160 cm

Width
Volume 

130 cm
350 l

Roll 120 cm
Roll 140 cm

Width 110 cm 
Width 130 cm 
Width 160 cm 

Volume
Max. load

250 l
500 kg

75 kg
200 bar
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Thanks to the extendable boom 
with side shift up to 4 meters, 
it is ideal for cutting grass and 
shrubs on the roadside and 
for cutting hedges. It works in 
vertical and horizontal position.

To gradually remove tree 
logs, making large holes in 
the stump.
The three cutting heads 
operate at low speed 
and high torque to use 
this attachment safely 
in confined spaces or 
pedestrian areas.

Versatile, lightweight, 
compact, the flail 
mower is particularly 
suitable for trimming 
grass, branches and 
brambles in parks and 
gardens.

For gardens, parks and 
golf courses, its robust 
construction makes the 
lawn mower reliable, 
versatile and ensures a 
long service life.

Attachment with the tooth-
blade cutting elements for 
trimming hedges, vines...
Mounted at the front of 
the machine, thanks to 
hydraulic movements 
controlled by the operator, 
it can be used even on the 
most difficult hill slopes. 
Vertical and horizontal 
operation.

Clamp suitable to transport 
logs and forage. The lower 
teeth are fixed, while the 
upper ones are hydraulically 
controlled.

To transform plant waste 
into chips for the fertilization 
of orchards, gardens and 
parks.

Vertical working position. 
It is equipped with a hydraulic 
cylinder which pushes the 
log through the blades with a 
hydraulic force of 7 tons.
Cutting height and blade 
stroke are adjustable.

Designed for the 
maintenance of public and 
private green areas, the 
lawn mower with collecting 
system assures a perfect 
cut with both dry and wet 
grass. In just one go, it is 
possible to cut, collect and 
unload the grass through 
the large 250 l box.

Attachment for cutting the 
grass. It has a front bar with 
two rows of hydraulically 
operated blades.

Stump Buster

Flail Mower

Lawn Mower

Clipping Machine

Tree Clamp

Wood Cutter

Side Flail Mower

Tornado, Lawn Mower with Collecting System

Grass Clipping Bar

Hydraulic Bio-Shredder

Cutting width
Cutting width

80 cm
100 cm

Cutting diam.
Weight

35 cm
300 kg

100 cm
105 cm
130 cm
155 cm

100 cm
130 cm
150 cm
180 cm

Width
Width
Width
Width

Cutting diam.
Cutting diam.

1 cm
3 cm

Width
Teeth length

100 cm
101 cm

Max. material diam.    9 cm

Weight
Force

110 kg
7 t

120 cm
150 cm

Cutting width
Weight

167 cm
80 kg

Cutting width
Cutting width

Width
Width
Width
Width
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This attachment is 
recommended to remove 
plants with their entire clod, 
without damaging the roots.
Available in three models for 
different trunk diameters.

The horse arena harrow 
has been conceived for 
care and levelling horse 
arena riding surfaces, but 
also other sand soils. The 
basic equipment includes a 
tracking device, protection 
wheels on both sides, in 
two rows arranged harrow 
tines and an oscillating grid 
roller conveyor.

It is an attachment that allows 
driving stakes into the ground.
The clamping system allows 
proper visibility of the stake 
and an excellent grip at any 
time.
It is useful for farm holiday 
facilities and riding schools 
to delimit portions of land, 
animal enclosures, etc...

Auger with two available 
excavation diameters, 
ideal for the installation 
of plants.
The tip has been 
specifically designed 
for scratching and not 
compacting the soil.

Auger head to plug helical drills, 
for different excavation diameters, 
suitable for installing stakes and 
planting trees.
T1 version for working on topsoil; 
T2 version for working on hard and 
compact soils.

It is mounted on the universal 
coupling plate as any other 
attachment. It allows to lift a 
person up to 120 kg; the size of 
the basket is 65x65 cm.

Perfect attachment 
for nursery people. 
Hydraulically controlled 
clamp opening; 
adjustment of the 
clamping force.

Lifting Pole

Snow V-Plow

Tree Transplanter

Augers

Vertical Platform

Stake Planter

Vase Clamp

Auger for Trees

Horse arena harrow

It is suitable for lifting and 
positioning objects in places 
that are difficult to reach.
The telescopic model allow 
to work in places that are 
almost inaccessible or in 
the presence of obstacles 
and barriers.
Approved hitch.

The blades of snow V-plow 
can be operated in five 
different configurations: 
V-blades to plough through 
deep snow; straight blades to 
pile snow; reverse-V blades 
to scoop, push or pile snow; 
40 degree right or left angle 
blade to continually push 
snow to one side or the other.

Single-brush large 
diameter rotary brush 
to effectively remove 
snow, leaves and debris. 
Hydraulic adjustment 
of inclination and direct 
transmission for fast 
working speed.

Rotary Broom for Snow and Leaves

clod diam. 
clod diam.
clod diam.

 Length
*Length
*telescopic

27 cm
40 cm
75 cm

ø 80 cm
ø 100 cm

T1 Tip diameter  10÷50 cm
T2 Tip diametere  15÷50 cm

Max. liftable weight 
Max. liftable weight

8 m
10 m

terracotta pots
plastic pots

Widht 110 cm
Widht 130 cm
Widht 160 cm

250 cm
110+60cm

Widht
Widht

150 ÷ 170 cm
200 ÷ 230 cm

Widht 110 cm
Widht 160 cm



www.multione.com

MULTIONE, 
MANUFACTURING 
EXCELLENCE
Every day Multione machines leave our factories. These 
machines are known for their unique features, for the quality 
and accuracy of their components and assemblies, which 
are made in Italy and subject to different checks to protect 
the users and their safety.

ORIGINAL 
MULTIONE 
ATTACHMENTS
Multione offers a wide range of over 170 attachments 
specifically designed for the most different uses. Multione 
original attachments are the best investment for your work.

SERVICE AND 
SPARE PARTS
Immediate availability of spare parts and timely service are 
the strengths of the Multione organization worldwide. The 
Multione network is available 24 hours a day. 

MULTIONE ON 
THE INTERNET
Log on multione.com for all information, specification and 
videos of the machines on duty and access to the reserved 
area for registering your Multione machines. 

The information and images herein contained are provided for illustrative purposes 
only and are not binding on CSF that reserves the right to change them at any time 
without notice. Not all models and not all attachments are available in all markets. 
©2014 CSF. All rights reserved. 



CSF srl
Via Palù
36040 Grumolo delle Abbadesse
VICENZA - Italy
Tel. +39 0444 264600

Fax +39 0444 389260
info@multione-csf.com
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